KKUUOTA

LIGHTENING SPEED

LOW PROFILE DESIGN
OF TOP TUBE AND DOWN
AERO TUBE REDUCES CROSSWIND

SEAT POST FLOWS
WITH INTEGRATED
SADDLE CLAMP,

IMPROVES AERODYNAMICS

ELASTOMER DAMPING

ON SEAT POST
EFFECTIVELY ABSORBS
VIBRATIONS AND
INCREASES RIDE COMFORT

NEWLY
DESIGNED REAR END INTEGRATED
HIGH LATERAL STABILITY AND COCKPIT

CABLES AND WIRES
FULLY INTEGRATED
FOR A CLEAN LOOK

COMFORT FOR A BALANCED
DRIVING EXPERIENCE

HIGH OVERSIZE
STIFFNESS HEAD TUBE 12 MM
OF THE BOTTOM BRACKET ENSURES EXCELLENT THRU AXLE
FOR MINIMUM LOSS STIFFNESS AND CONTROL FOR IMPROVED
OF PERFORMANCE ACCELERATION

AND CURVE STABILITY

GEOMETRY
SIZE* S M L XL
CLASSIC 49 52 55 58
A seat tube length mm 435 465 485 500
B top tube length mm 516 538 555 572
C  seat angle deg 74° 73.5° 73.5° 73.5°
D  head tube mm 120 145 155 175
E  steering angle deg 71,2° 73,3° 73.3° 73,3°
F lowered bottom bracket mm 68 68 68 68
G BBtothe VR mm 575 573,8 589,9 606
H  chain stay mm 408,5 408,5 408,5 408,5
I wheelbase mm 973,8 972,5 9887 1005
J  forerun mm 48 48 48 48
K overhang height mm 740 764 777,5 799,5
L  pursuit mm 120 132 137,5 142
reach mm 368 376,5 390 400
stack mm 514,5 545,5 555 574

Weight frame: ab 940 g

FOR MORE INFORMATION PLEASE VISIT OUR WEBSITE WWW.KUOTACYCLE.COM.



